
LED FLOOD LIGHT-Hi Power

BS-TG03ZD400 - 400W

Specifications:

MODEL : BS-TG03ZD400 - 400W

LED Chip Manuf. : SMD CREE

Driver Manuf. : Meanwell

Input Voltage : AC100-240V 

Frequency : 50/60Hz

Input Power: 400 W

Power Factor (PF) : >0.9

Lumen Output : 34,000 lm (+ 5%)

CCT : 5000-5500K (White)

CRI : >75

Lifespan : 30000 Hr.

Protection Class : IP65

Weight : 6 kgs.

Dimension : dia. 367mm. x  L467 mm.

Beam Angle : 25 ° / 60 °

Rotation Angle : 210 °

Warranty : 2 Years
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• Aluminum Housing rug and durable design with tensile aluminum, excellent thermal conductivity & cooling
treatment, which can extend lifespan of drivers & LED chips.

• Famous Brand LED Chips with SMD CREE LED chips to maximum Lumen output with stable lighting & low  
light decay long lifespan over 30000 hours.

• High-purity aluminum reflector with up to 92% reflective rate
• Energy efficient solution for high power indoor high ceiling and outdoor larger area lighting    
applications in factories, workshops, warehouses, exhibition halls, stadiums, roadways, gas 

Stations, driving range and golf course 

Features:
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